BACKHOES

Tractor Models

2015 Gear & HST

3710A for 2615 Gear & HST/3015 HST

2310/2810 Gear & HST/

3B

2310/2810 Gear & HST/

30

" 00 Series AWD/3510/4110/

00 Series 4WD/6520 4WD/
3710B for 2815 HST/3215 Gear & HST 3510 Gear & HST/4110 3510 Gear & HST/4110 6520 4WD/7520 4WD/4530 4WD 7520 4WD/4530 4WD
Transport

A. Transport Height (boom fully retracted) 911" 911" 5'9" 6'6" 7'9" 8'10"

Transport Width (stabilizers up) 5'3" 5'3" 39" 48" 5'0" 5'0"
B. Boom Pivot Height 12" 12" 12" 16" 16" 16"
C. Overall Length 6'7" 6'7" 6'11" 77" 77" 7'9"
Operating Weight w/12" Bucket 952# 9524 7404 1030# 14254 15944

Operational

D. Digging Depth Maximum 710" 7'10" 6'7" 77" 9'8" 111"
E. Digging Depth (2 Ft.) Flat Bottom 7'8" 7'8" 6'6" 7'6" 97" 11'0"
F. Digging Depth (8 Ft.) Flat Bottom 6'2" 6'2" 4'6" 510" 8'3" 911"
G. Overall Operating Height - Fully Raised 10' 10' 9'5" 10'5" 12'10" 14'5"
H. Loading Height 5'3" 5'3" 5'9" 6'3" 6'10" 8'0"
J. Loading Reach 4'3" 4'3" 3'4" 3'6" 42" 5'0"
K. Reach From Swing Post 107" 107" 97" 10'8" 12'9" 14'5"
Bucket Rotation 175° 175° 180° 180° 180° 180°
Swing Arc 180° 180° 180° 180° 180° 180°
Stabilizer Spread Operating Position 8'5" 8'5" 8'10" 8'0" 711" 711"
Stabilizer Down Below Grade 10" 10" 10" 13" 16" 16"
System Relief Valve Setting 2050 2050 2100 PSI 2100 PSI 2500 PSI 2500 PSI
Digging Force - Bucket 1100# 1100# 2000# 27004# 5676# 5676#
Digging Force - Dipper 2900# 29004 12004 1850# 27544# 3056#

Buckets and Capacities

Bucket Size

10" 12" 16" 20"

10" 12" 16" 20"

g" 10" 12" 16" 18"

10" 12" 16" 18" 24"

12" 16" 18" 20" 24" 36"

12" 16" 18" 20" 24"

Heaped Cap. Ft.?

0.96 1.17 1.60 2.03

0.96 1.17 160 2.03

061 085 109 154 278

092 120 1.86 214 3.10

1.83 2.56 2.98 3.40 4.32 6.14

1.83 2.56 2.98 3.40 432 6.14

Specifications and design are subject to change without
notice and without liability therefore. Whenever applicable,
specifications are in accordance with SAE standards.

Mahindra tractors are known
to be built for the long haul,

offering heavy-duty components,

a heavier chassis and all-around
superior performance. Mahindra
backhoes are every bit as solid
and reliable. Wherever, whatever,

a Mahindra backhoe will dig in,
and dig up, like no other. Highlights
of the 3375 include a dual-cylinder
swing with internal cushioning
that provides maximum power
where needed, decreases stress
and increases reliability. This backhoe
goes the distance, too, with an
inline pressure filter and reverse
flow check valve that insures longer
valve life and less maintenance.




FEATURES AND BENEFITS

Backhoe Models 509, 511, 3265 and 3375

e Custom designed 4-point mounting system that protects
the tractor and still allows fast, easy installation and
removal of backhoe without removing 3-point hitch arms

e High-capacity buckets provide more volume per bucketful

e Dual-cylinder swing provides maximum power where it
is needed on 509 and 511

e Swing speed control is standard

¢ Cushioned swing brings the backhoe to a gentle stop
at end of swing arc

e Optional hydraulic PTO pump kit available.
Recommended for heavy-duty application, when used
on Mahindra 00 4WD Series Tractors

¢ Mahindra Backhoes are covered by a two-year
limited warranty
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Models 2710 and 3710
e Dedicated hydraulic valve with dual axis levers

e Formed console gives unit a modern appearance and
greater comfort to operator

e Cushioned, orificed and port reliefs are designed into
the swing cylinder circuit allowing for smooth operation
of backhoe

e Backhoe valve is positioned low to operator; this
allows less heat and noise to be transferred to the
operator’s area

e Heavy-duty buckets with formed cutting edges and 3
horizontal wear bars

e SAE 0-ring, Flat face O-ring and JIC hydraulic
connections are used to reduce potential hydraulic leaks

e Under frame Mounting System mounts to the center
and rear end of tractor

e Double acting cylinders
e Heavy-duty swing frame

e Mahindra Backhoes are covered by a two-year
limited warranty

Heavy-duty, solid, dependable
and built to go the distance

Mahindra tractors can endure even
the most challenging job. Because
at Mahindra, it’s all about superior
performance. The Mahindra 511
Backhoe is no exception. It saves
you time and hassle. For example, a
custom-designed 4-point mounting
system protects the tractor and still
allows for fast, easy installation
and removal of the backhoe without
removing 3-point hitch arms.

And this backhoe is a force to be
reckoned with.

BACKHOES

Cultivate your dreams®



